
The Showroom/Hub-Bub.com

Technical Specifications

1. Main FOH System

A. The House PA is a two way active system with subwoofer. It consists of            (2) JBL Eon Power 15 G2 loudspeakers flown on either side of the stage. Each system is actively biamplified with 100w to each high frequency component and 300w to each 15” low frequency transducer. Low end is augmented by a JBL JRX-118P powered subwoofer.

B.
FOH console is a Soundcraft FX-16. It consists of:

16 mono channels with high quality UltraMic™ pre-amps, 4 stereo returns, 4-bus architecture, with sub-group routable to mix, Built-in Lexicon dual effects processor, Direct outputs for multitrack recording individually switchable for pre-post-fade operation, Inserts on all mono channels, Inserts on stereo mix bus, 3-band 'British' EQ with swept mid-band, 18dB/octave 100Hz high-pass filter to cut stage rumble, +48V phantom power, Channel Mute control.

C.
Processing for FOH is a stereo DBX 1231 31 band graphic equalizer. Spatial effects are built into the console. 

2. Monitor System

A. Monitors consist of (2) JBL Eon Power 15 G2 loudspeakers. Each system is actively biamplified with 100w to each high frequency component and 300w to each 15” low frequency transducer

B. Two mixes are available from the FOH console.

C. Each mix uses a channel of a stereo DBX 1231 31 band graphic equalizer.

3. Support Equipment

A. Microphones

(5) Shure SM-58

(5) Shure SM-57

(1) Shure Beta 52

(2) Whirlwind IMP direct box

B. Accessories

(8) Tripod boom stands

(4) Short tripod boom stands

C.
All mic and signal lines are run from FOH to the stage floor pockets. Additionally, the console may also be operated from the stage.

4. Video Equipment

A. Eiki LCX-B28 3000 lumens LCD projector

B. 161” HD electric projection screen

C. Panasonic DVD-S52 DVD player w/ upconversion

D. 5.1 Surround System consisting of Yamaha RX2600V receiver, (3) JBL Control 29AV (L,C,R) and (4) JBL Control 28 surround

